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1l Imtroduction

This 6x6 editor and firmware is an alternative for the conventional MX firmware. This 6x6 firmware
will only work on the MX-6.

This 6x6 firmware is made for analog pedalboards, where many Midi devices need to be controlled.
Of course it can be used in other setups.

At any time you can change back to the normal MX firmware.

Features MX-6:

e 7-pin MIDI out.

e Power: 9-12v AC/DC 1A (2.1mm connector or Midi-7) (power supply not included).

e USB connection for easy-to-use editor.

e 2x16 Big LCD display.

e 1x Expression input.

e Auto engage/disengage Exp. Pedal.

e Expression input is suited for Expression Pedal or External Switch (SW-2x).

e 6 hardware buttons with 7 color LED (green, red, blue, purple, yellow, turquoise, white).

e 6 Pages with each 6 buttons.

e Each button has 2 layers: normal press and long press (to access a different page).

e 6 commands for each button.

e 22 available commands: none, Preset (PC), CC On/Off, CC Off/On, CC On only, CC On only
LED, CC Off only, CC value, CC Plus, CC Min, , Expr CC swap, Auto On CC swap, IA On/Off, All
Other LEDs Off, Preset Down/Up, Favorite Preset, Scene/Snapshot, Scene/Snapshot
Down/Up, Scene/Snapshot A/B, Page.

e Advanced commands: Steps and Groups.

e Dimensions approx.:
19cmx12cmx3cm (7.24” x4.73” x 1.18”)
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2 Installation

2l Uindows

Download the latest editor, driver, firmware and manual on voes.be/downloads.

Unzip the file.

Connect the MX-6 to your computer (Windows 7 or higher).
Let Windows detect the device (it will report driver not found). If a window pops up asking to
search for driver, just close it or click Cancel.

Run Voes MX-driver (located in the map manual and driver). Do not update if asked.

Make sure USBasp and libusb-win32 are £ Zadig - X
selected. (If USBasp is not in the dropdown list, |Bsvicc Optiens Help

enable List All Devices in the Options Menu.) | Jeat

Start Voes MX-6x6 Editor. Driver | (NONE) | [ bu-winzz 12600 }2 o e Informatics
— WinUSE {libusb)
If you get an error, check the Voes Driver UsB 1D ibusb-1in32
Install Driver A libusbi
Problem document (located in the folder wem 2 [X] WinlUSB (Microsoft

manual and driver).

1 device found.

22 Mac

Download the latest editor, firmware and manual on voes.be/downloads.

Unzip the file and open the editor. If Mac OS blocks it, you need to unblock this. Open System
Preferences, select Security & Privacy and click Open Anyway.

° < A Security & Privacy Q
° i System Preferences Q
EEEEN Fievaul  Firewall Privacy
o = Q ®
Neif 'ﬂ' Alogin password has been set for this user | Change Password..
General  Deskiop & Dock Mission  Language | security [ spotlight  Notifications Require password % after sleep or screen saver begins
Screen Saver Control &Region [§ &Privacy
i -
= . [t - 9 =5
Displays Energy Keyboard Mouse Trackpad  Printers&  Sound Startup
Saver Scanners Disk
Allow apps downloaded from:
» @ ©® @ 0 o = -
iCloud nternet  Software  Network  Bluetooth  Extensions  Sharing “Mx-Editor 0.109" was blocked from opening because it is notfrom f|Open Anyway
Accounts  Update an identified developer.
1 ® © = @ @ ¥
= NiE
Users & Parental Siri Date & Time Time Accessibility  Profiles s
Groups Controls NEE T [E] Click the lock to make changes. ?

That’s it. Now you can Read and Write from/to your MX-6.
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3 OQverview

9-12v AC or DC

power input
USB for editing
7-Pin Midi Out on PC/Mac
5-Pin Midi In
Expression
Input
‘MIDI-IN mIDI-OUT =V] usB EXP

50

4"/‘

&

Big LCD screen:
2 x 16 characters

O

LED with 7 available colors:

6 Buttons with Normal Press
and Long Press (page select)
functions

Red, Green, Blue, Purple,

Yellow, Turquoise, White
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Y Concept

Pages, Buttons, Commands, Types & IA’s:
6 Pages are available.

Each Page has 6 Physical Buttons.

Each Button has up to 6 Commands.

Each Command can choose out of 22 Types.

An example to demonstrate the concept. The pedalboard below has 5 different Midi devices:

e Source Audio Collider Delay+Reverb™
e Eventide HO™

e Strymon Iridium™

e Line6 M5™

e Strymon Sunset™

STOMPBOX
PO ER

o | coNTROL 2

.
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Y1l Long press: how it works
Long press button 1-6 to switch to page 1-6. In this example:

e Long press button 1 2 Page 1: control Source Audio Collider Delay+Reverb™
e Long press button 3 = Page 3: control Line6 M5™

STOMPBOX
PO ER

mIDI-IN mIDI-OUT v use EXRP

4 @ So & @
i\

20 3b
Van\ A\
D ©
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Different pages can control the same Midi device:

e Long press button 4 = Page 4: control Eventide HO™ presets 1-6

9TM

e Long press button 5 > Page 5: control Eventide H9™ presets 7-12

e Long press button 6 2 page 6: control Eventide H9™ Looper

ON / OFF
I

s

mIDI-IN mIDI-OU v use BP

==
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A page can control several Midi devices:
Long press button 2 = Page 2: control Source Audio Collider Delay+Reverb™, Strymon

[ ]
Iridium™ and Strymon Sunset™

MS uooeles

ON / OFF
I

s

o | coNTROL 2

.

MIDI-Ir. mIDI-OUT =1V
& o

4 0 S ¢

)

/

10 =% 36
O &) )
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Y42 Long press: visual Name and LED
Once a page is selected, the page name is briefly shown in the LCD and all LEDs will turn to a chosen
OFF color, to get a visual confirmation you changed the Page.

All buttons will change in command and the LCD will show the button names of that page.
In this example, long press button 3 will activate Page 3 (which controls the Line6 M5™ ),
Normal press of this page (3) in this example, will do a PC on the Line6 M5™ to get following FX:

e Normal press button 1 = PC1 Chorus

e Normal press button 2 > PC2 Flanger

e Normal press button 3 > PC3 Phaser

e Normal press button 4 - PC4 Univibe

e Normal press button 5 = PC5 Octaver

e Normal press button 6 - PC6 Harmonizer

“MIDI-IN MIDI-OUT . =1 usB

4o

UOES Univ Octa Harm
uUlat =y Chor Flan Phas
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S The Editor - Ouverview

Instead of using precious resources for editing on the hardware, which is a PITA to use, we thought it
would be better to give you an excellent easy to use Editor and extra features.

Select (main) tab Buttons, Expr. Input or Global.

(V) Voes MX-6x6 v 1.00 - build 221201

voes mMx-bxb edtor

| Buttons Exp. Input GIobaI'
e

Page 1 Page 2 Page 3 Page 4 Page 5 Page 6
Normal Press

- i A 1

name (press enter)

color on

command

g lPreset (PC)

GG * None (1 (2 (3 (4

load from save to load from ' update
computer | computer | MX-6 | firmware
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6 Load/Save/Update

You can save and load settings from/to computer

"R R R R R e i

and from/to the MX-6. hexzbin v2.2, Copyright (C> 2015 Jacques Pelletier & contributors

ry_and_Rewind:
Haneneoe
ABARBFFF
: BB0B0E08
Max Length: 4896
Binary file start = Iﬂglﬂﬂlﬂﬂlﬂ

When sending to the MX-6 a popup window will Focards start
appear so you can follow the writing progress. dudes 4 bill — avrdude — 80x24

Last login: Fri May 21 15:19:53 on ttys@e@
Hll inace31:~ bills avrdude —p m12B4p -P usb -c usbasp -U eeprom:widocuments/MX-Edit
L vrdude : ar/temp.hex:i
lavrdude =
lavrdude =
lavrdude =

avrdude: AVR device initialized and ready to accept instructions

Reading | 100% B.01s

Mriting |
S 5yrdude: Device signature = @x1e9705 (probably m12Bdp)
avrdude: reading input file "documents/MX-Editor/temp.hex"
avrdude: writing eeprom (4896 bytes):

5-1 Updating firmware Wiriting | s#deeenes | 19% 8.42s0

Most recent firmware and software can be found on

www.voes.be

Booting the MX-6 will display the installed firmware version for 1 second:

Voes MX-6x6

v 1.01

Edite
(Build 1)

Firmware: v 1.00

Another way to find the firmware version is clicking on the IG logo
in the left bottom corner. An info window will pop up with the editor

oftware and firmware on

www.voes.be

version. If data is loaded from the MX the firmware version is also

shown.
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1 Tab Buttons

1l Page 1-6

The left panel shows the 6 available Pages.

Available
Pages

[y | Voes MX-6x6 v 1.00 - build 221201

Vvoes mMe-bxb editor

Buttons Exp. Input Global

Page 1 Page2 Page3 Page4 Page5 Page6

Off Color

i Normal Press Page Button
turquoise ~ - A 4

Page Name

load from | fsendto ‘ update

MX-6 MX-6 firmware

Available Buttons Button Names Selected Button
click to edit

Selecting a Page will display all the button names of that page on the blue LCD display.
Clicking on a button will show details info in the right panel.

You can change the Page name and the Page Off Color.

Right Mouse Button and
Drag & Drop will swap buttons.
Drag & Drop + CTRL will copy a button.

Drag & Drop + SHIFT will copy only the color of the button.

Voes MX-6x6 (revision 2023-03-31) 15




1.2 Buttons

Clicking on a button will display the button commands on the left panel.

1.3 IA mnumber and IA MName

Instant Access (IA) number and name are shown here.

Normal Press

e Page 1:Button1-6 > IA1-6
e Page 2: Button 1-6 > 1A 7-12
e Page 3: Button 1-6 > 1A 13-18 name

e Page 4: Button 1-6 2> |A 14-24

color on
e Page 5: Button 1-6 = IA 25-30

red

e Page 6: Button 1-6 -2 1A 31-36 command
1 T - I -
Here you can program up to 6 commands per button. (see section 8.7) 2 + OIS

>

4 none w

s I
o I
BIGIT * MNone 1 2 (3 (4

14 Button MName

Each button can be named (4 characters max). All Button names of the active Page are shown on the
LCD.

Button 4 Button 5 Button 6
name name name

Univ Octa Harm

Chor Flan Phas

Button 1
name

Button 2 Button 3

name

name

Voes MX-6x6 (revision 2023-03-31)
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15 Steps

When checked, each press will execute only one command. When using groups, steps is not
available.

Normal Press
1A 19

name (press enter)

color on

— .V E.g. on the left:
. - ' 1PC1
e WPreset (PC) - p.;; ,:h first press C

second press 2 CCon only 16

fourth press 2 CCon only 16

St

+ IO

5
o

BIGITON + Mone ¢ 1 (2 3 (4

Reset Steps will reset all steps to the first step after 1 second of inactivity. This function can be found
in Global Settings (see section 10).

The LED color will change on each step in this order: Green, @, m, m, Yellow, Turquoise.

Voes MX-6x6 (revision 2023-03-31) 17



1.6 LED Color

Choose the LED color of the activated button. You can choose between the colors Green, @, m,
m, Yellow, Turquoise and . The selected color will also be shown on the overview panel.

1.1 Command

There are 6 Commands available per Button. Each command can have one of these 22 Types:

None, PC (preset change), CC On/Off, CC Of/On, CC On Only, CC On Only LED, CC Off Only, CC Value,
CC Plus, CC Min, Expr CC Swap, Auto On CC Swap, IA On/Off, All Other LEDs Off, Preset Down/Up,
Favorite Preset, Scene/Snapshot, Scene/Snapshot Down/Up, Scene/Snapshot A/B, Page.

None
None does nothing! If steps is active, this command will be skipped.
Preset (PC)

Preset (PC), also known as Program Change, transmits a program change PC on a midi
channel Ch (1-16).

Depending on Preset Offset in Global Settings (see section 10), the PC range is 0-127 or 1-
128.

CC On/Off
ON sends a control change CC (1-127) on Ch (1-16) with Value 127 (maximum).
OFF sends exactly the same CC with Value 0 (minimum).

CC Off/0On
CC Off/On is the opposite of the previous type CC On/Off.
ON sends a control change CC (1-127) on Ch (1-16) with Value 0 (minimum).
OFF sends exactly the same CC with Value 127 (maximum).

CC On Only

Sends always Value 127 on each press on CC (1-127) on Ch (1-16). This command is ideal for
Tap-tempo.

The corresponding LED will blink briefly.
CC On Only LED (only available as first command)

Sends value 127 on every press on CC (1-127) on Ch (1-16). The corresponding LED will toggle
On/Off.

Voes MX-6x6 (revision 2023-03-31) 18



CC Off Only
Sends always Value 0 on each press on CC (1-127) on Ch (1-16).
The corresponding LED will blink briefly.
CC Value
In cases where other CC values than 1 (minimum) or 128 (maximum) are needed.

Set CC number (1-128) and Data value (1-128). Midi Channel in Primary External Device in
Global Settings (see section 10) is used.

The corresponding LED will blink briefly.
CC Plus / CC Min
Sends a different CC value on each push.
Set CC number (1-128) and value (0-127) that needs to be added or subtracted on each push.

In Global Settings (see section 10) in Misc set “CC Start +/- value”. Midi Channel in Primary
External Device is used.

Expr CC Swap
Expr CC Swap is a nice feature to change your Exp. Input, e.g. from Wah to Volume.
ON replaces the CC and Ch of the regular Expr settings.
OFF returns to the regular settings found in Global Settings (see section 10).

Auto On CC Swap

Auto On CC Swap can be useful in some situations. For example you could have 3 FX (wah,
rotary, phaser). You want to control freq, speed and depth of each with one pedal, and you
are not going to use them together. By setting freq, speed and depth to the same controller
(Expr Pedal), wah, rotary and phaser would all change. Using the Auto On CC Swap command
would only turn ON the FX you want.

ON replaces the CC and Ch of the regular Expr Auto On settings.

OFF returns to the regular settings found in Global Settings (see section 10).
IA On/Off

Turns another IA On or Off. You can choose all 36 IA’s (6 Buttons x 6 Pages).

Caution! You can create an endless loop. E.g. Button 1 turns Button 2 On and Button 2 turns
Button 1 On.

Voes MX-6x6 (revision 2023-03-31) 19



All Other LEDs Off

In some cases, there might be a conflict with the visual LEDs On/Off layout and the actual
On/Off state of the connected musical instrument. Using the All Other LEDs Off command
can solve this problem.

Preset Down / Preset Up

Preset Down/Up decreases/increases the current preset number. This function is often not
included in other Midi Controllers.

Default start preset and Midi Channel is defined in ‘Misc. — Start Preset’ and ‘Primary
External Device - Midi Channel’ in Global Settings (see section 10).

Favorite Preset
Jump to your favorite preset and go back to you previous selected preset.
Scene/Snapshot (only available as first command)

The CC# used for Scene/Snapshot is selected in ‘Scenes CC# on the selected ‘Primary
External Device’ in Global Settings (see section 10).

In case of “Axe-Fx II”, “Axe-Fx llII”, “FM3”, “FM9” or “Quad Cortex” the command selects a
Scene.

In case of “HX Stomp” the command selects a Snapshot.
Scene/Snapshot Down / Scene/Snapshot Up (only available as first command)

Scene/Snapshot Down/Up will decrease/increase the current Scene or Snapshot. This
command can be used with all Fractal Audio Systems ™ devices, the Neural DSP Quad
Cortex™ and the Line 6 HX Stomp ™.

Scene/Snapshot A/B (only available as first command)

Switches between 2 Scenes/Snapshots. Midi channel is selected in ‘External Device’ in Global
Settings (see section 10).

Page

Selects a different page (1-6).

1.8 Group
You can group buttons in to 4 different button groups. This will link all buttons of this group with
each other.

Voes MX-6x6 (revision 2023-03-31) 20



When a button is pressed, which is part of a button group, all other buttons of that group will be
turned OFF and the selected button will be activated. It is a very nice feature if you have FXs that are
similar but never used together (like different drives) and this feature will avoid tap-dancing.

When using groups, steps are not available because it can cause conflicts.

8 Tab Exp. Imput

Act as Expr. Pedal

[ ) Voes vin-wugu v e - wuild 221201

voes mMx-bxe editor

Buttons Ex). Input Global

Act as Expr. Pedal

ce ch

Expr Pedal .

Expr 1 Auto On

load from save to load from send to update
computer computer MX-6 MX-6 firmware

The Exp. Input can be set up as input for an Expression Pedal or to control the external SW-2x

switches.

81l Act as Expression Pedal Act as Expr. Pedal
Set Expr Pedal CC (1-127) and midi channel Ch (1-16). If necessary,

calibrate your pedal! (see section 15). Expr Pedal

Expr 1 Auto On

Set Expr Auto On: E.g. Wah Freq is controlled with CC 1, Wah On/Off is

controlled with CC 85.
Min/Max CC value

i Resend current value on
Instead of sacrificing a button to turn the Wah On/Off you can use the Scene or Pogram Change

Voes MX-6x6 (revision 2023-03-31) 21



Auto On feature.
Set Expr Pedal CC to 1 and set Expr Auto On checked and to CC 85.

Moving Expression Pedal 1 higher than 5%, turns the Wah On. When it is below 5% it turns the Wah
Off.

Min/Mac CC value

Normally CC Min and Max values are 0 and 127. In some situations you want a different Min and/or
Max value. For example a Volume parameter of your Midi device. When used as a boost, you don’t
want a Min value of 0, but rather a Min Value of 75.

Resend current value on Scene or Program Change: When checked, the current Exprl Value will be
send on a Scene change or a Program Change.

8le Su-2x

SW-2x

When a SW-2X is connected to the Exp. Input, you have 2
extra buttons, each with Normal Press and Long Press
commands.

Left Button - Normal Press

Down

Preset Down

Left Button - Long Press Almost all commands available for regular buttons can be
used.

Long Press is type Trigger-Only.

Right Button - Normal Press
p

Preset Up

Right Button - Long Press

Volume

Exp CC Swap

Voes MX-6x6 (revision 2023-03-31) 22



S Global

Primary External Device

(V) Voes MX-6x6 v 1.01 - build 221231

Vvoes mMx-bxe editor

Buttons Exp. Input Global

Primary External Device

Preset Offset (-1) Midi Channel

Reset St
SSSRSIEDE Start Preset

CC +/- start value
Scenes CC#

Long Press

Reset LCD Expr. Calibration

Start Page min max

i 10 o5 245 <
Looper Page Expr. Calib.

Expr. Calibration

‘ loagfirom | saveto | loadfrom | ‘ send to ‘ update
| computer MX-6 ‘ MX-6 firmware

Misc. Settings

9l Misc. settings

a1l Preset Offset
Set PC range to 0-127 (checked) or 1-128 (unchecked).

Misc.
912 ARAReset Steps Preset Offset (1)
If checked, steps will return to the first step after 1 second of Reset Steps
Inactivity. CC +/- start value u
a3 CC +/- start value Long Press
This is de start CC value for the commands CC Plus or CC Min. Reset LCD T
914 Long Press SRS
Choose between a short or long time to engage Long Press (Page Looper Page _ (0=off)
Select).
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315

316

a1

.2

.21

Aeset LCD
On rare occasions the LCD might show strange letters (see
image). This is a power issue. Whenever there are power
fluctuations, the LCD will start with this behavior. Try
another power adapter and see if this helps.

Alternatively you can adjust the reset refresh rate of the LCD. 1 will reset the LCD after 1
button click. 10 after 10 button clicks. 0 will turn the resetting off. Downside of resetting is a
short flickering of the LCD.

Start Page
Selects the Page (1-6) when booting up.

Looper Page
When you define a Looper page, long press is disabled on all buttons on this page. This will
result in a faster button response because commands will be processed on button press and
not on button release, which is crucial for looper commands. Keep in mind that to get back to
another page you need to program a command "PAGE" on one of the buttons of the Looper
Page.

Primary External Device

This is your most important Midi Device.

Primary External Device

Midi Channel
Specify the MIDI channel of your most important Midi Midi Channel
Device. This is used in the commands CC Value, CC Min, CC
Plus, Preset Up, Preset Down, Favorite Preset,

1

Start Preset

Scene/Snapshot, Scene/Snapshot Down, Scene/Snapshot Scenes CC#
Up and Scene/Snapshot A/B.

922 Start Preset

Select Start Preset on boot up. This will be added to the preset number you select (only on
the Midi Channel of your primary external device).

Example: If you set Start Preset to 22, all presets will be added by 21 (22-1).
So if you select Preset 1, Midi PC 22 will be send. On the MX-6 however Preset 1 will be
displayed.

Q23 Scermes CCH

Some Midi devices use Scenes or Snapshots. Set the CC# accordingly.

o Fractal Audio Systems Axe-Fx Il (XL+), Axe-Fx Ill, FM3, FM9™: CC# 34
o Line6 HX Stomp™: CC# 69
o Neural DSP Quad Cortex™: CC# 43
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9.3 Expr. Calibration
Mostly there is no need for Expression Pedal Calibration, but if needed
you can adjust the calibration values here.

Expr. Calibration

Calibration is in the range of 0-255. Typical, minimum and maximum min max

are not 0 or 255. Expr. Calib.

Alternatively you can calibrate using the hardware, follow these instructions:

Step 1
Enter Calibration Mernu

MIDI-IN mIDI-OUT v UsB EHP

40 50 Bo

o) o) e

N S

-6 ©

10 20 EX
«\r @ @Y
Press Button1 + 6
Step 2

Move Expr. Pedal

Step 3
Save and Exit Calibratiomn Mernu
|_+ (:DIVIIDI-IH mIDI-Q\_‘TS @ Qv usa &HPE @
© ©) &
VOES |
R 0,
10 = CD 30
© © ©

Press Button 4

Voes MX-6x6 (revision 2023-03-31) 25



